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Abstract We derive the balance equations for a double poroelastic material which comprises a matrix with
embedded subphases. We assume that the distance between the subphases (the local scale) is much smaller
than the size of the domain (the global scale). We assume that at the local scale both the matrix and subphases
can be described by Biot’s anisotropic, heterogeneous, compressible poroelasticity (i.e. the porescale is already
smoothed out). We then decompose the spatial variations by means of the two-scale homogenization method to
upscale the interaction between the poroelastic phases at the local scale. This way, we derive the novel global
scale model which is formally of poroelastic-type. The global scale coefficients account for the complexity of
the given microstructure and heterogeneities. These effective poroelastic moduli are to be computed by solving
appropriate differential periodic cell problems. The model coefficients possess properties that, once proved,
allow us to determine that the model is both formally and substantially of poroelastic-type. The properties we
prove are a) the existence of a tensor which plays the role of the classical Biot’s tensor of coefficients via a
suitable analytical identity and b) the global scale scalar coefficient M̄ is positive which then qualifies as the
global Biot’s modulus for the double poroelastic material.
1 Introduction
The effective mechanical behaviour of a porous elastic material with fluid filled pores can be described by
the Theory of Poroelasticity, which was developed in [5–8]. The formulation is applicable to a wide range of
physical scenarios where interactions take place between the deformable solid and the fluid on the porescale.
Some important applications where this modelling approach has been used include the bones (see [15] and
[48]), artificial constructs that are used for regenerative therapies and biomaterials (see [11,24]), the interstitial
matrix of biological tissues (both healthy and tumorous, see [9,19]) and soil and porous rocks [25,47].
The physical systems that we model here are generally multiscale in nature. Multiscale modelling has been
explored in a variety of physical settings, for example, it has been applied to investigate the elastic properties
of bones by [21]. A hierarchical multiscale approach has also been taken to investigate the poroelastic role of
water in the cell walls of softwood [3]. Within this work we will focus specifically on multiscale deformable
porous media, in particular we consider materials which have three different length scales. These materials
have a porous structure and the interactions that occur between the fluid and the solid take place on a scale (the
porescale), which ismuch smaller than the size of thewholematerial (the global scale). However, a hierarchical
porous medium is in general also characterized by intermediate length scales. For example, it is possible to
identify a local scale related to poroelastic heterogeneities (see Fig. 1) and it is this scale and the global scale that
are focused on here. In this work, we are not addressing a full three-scale modelling approach, see, e.g. [41] for
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an example related to elastic composites. We refer to the underlying porescale microstructure as the equations
used here are those that would arise fromupscaling of the porescale fluid–structure interaction between the fluid
and solid phases, see [10,38]. These equations are Biot’s anisotropic, heterogeneous, compressible equations
for poroelasticity. This is the most general formulation and is not usually taken into account, as most of the
works in the literature typically refer to isotropic, and also incompressible poroelasticity.
The governing equations formaterials at the global scale can be obtained by upscaling the balance equations
that describe the material on the local scale.
This process can be carried out by a variety of homogenization techniques, which are summarized for
example in [17,23].
Here, we focus on a specific upscaling method, namely the asymptotic homogenization technique [2,
22,28,36]. This technique exploits the pronounced difference between the local and global scales to enable
spatial variations decoupling. It is a key feature of this technique that the relevant fields from the local scale
problem are to be expressed as power series of the ratio between the two different scales. The resulting balance
equations represent the poro-mechanics of thewholematerial on the global length scale. As a result of using this
technique the coefficients of the global scalemodel encode information about themicrostructure of thematerial
and they are to be computed by solving differential problems on the local scale. The asymptotic homogenization
technique has been also applied to various poroelastic physical systems (see for example [10,27]) where Biot’s
equations of poroelasticity are obtained. The theory has been extended to consider appositional growth between
the fluid and solid phases [33], vascularized poroelastic materials [37] and poroelastic composites [29].
In this work we aim to determine the effective behaviour of a material which has the underlyingmicrostruc-
ture comprising both a poroelastic matrix and a number of embedded poroelastic subphases (i.e. fibres, inclu-
sions and strata) which are interacting with each other. We assume that the various phases are, in general,
anisotropic and heterogeneous. The main motivation behind this work is to study the behaviour of materials
which comprise multiple poroelastic phases which are interacting on the local scale. This structure has been
considered by [31] where the authors study a poroelastic extracellular matrix in which poroelastic cells are
embedded. They develop a set of equations describing such a material and use these equations to study the con-
solidation of a one-dimensional sample of tissue. The interstitial matrix of biological tissues, which comprises
many poroelastic subphases such as cells and different types of collagen fibres embedded in the matrix [26], is
an example of this type of structure. In [12,43], the authors use the asymptotic homogenization technique to
provide an analysis of a system comprising a poroelastic matrix with an embedded subphase. In these cases the
simplification that the subphase is purely elastic is made, which provides a model with different applications
to which we wish to consider here.
In the present work we generalize [12,43] by using the asymptotic homogenization technique to upscale
the interaction between the matrix and the subphases, where each phase is described by Biot’s anisotropic,
heterogeneous, compressible poroelasticity. We assume the scale at which the various subphases are clearly
resolved, denoted by the local scale, is much smaller than the size of the whole domain, denoted global scale.
The upscaling can then be carried out, accounting for continuity of stresses, displacements, pressures and fluxes
across the interface between the phases. The resulting global scale model is of Biot-type. The coefficients of the
model encode the properties of the microstructure and are to be computed by solving differential problems on
a finite subset of the domain. The model recovers the works [43] and [12] under a set of consistent simplifying
assumptions.
The paper is organized as follows. In Sect. 2 we consider the quasi-static, multiphase problem consisting
of the governing equations for both the poroelastic matrix and the poroelastic subphases and the appropriate
interface conditions. The governing equations for the matrix and the subphases are the equations of Biot’s
anisotropic, heterogeneous, compressible poroelasticity. In Sect. 3 we introduce the two-scale asymptotic
homogenization method. In Sect. 4 we enforce the length scale separation that occurs between, the inter-
subphase distance (the local scale) and the overall size of the domain (the global scale) to apply the asymptotic
homogenization technique to upscale the problem to a system of global scale PDEs. In Sect. 5 we provide a
detailed description of the effective coefficients of our novel global scale model. We then prove that our novel
global scale model is both formally and substantially of poroelastic type by proving a) the existence of a global
scale Biot’s tensor of coefficients and b) that the effective Biot’s Modulus of the system is positive. Section 6
concludes our work by discussing limitations of the model and by providing further perspectives. We also
provide an appendix in which we recover previously known models by taking appropriate limiting cases of
our global scale model and provide an explicit computational scheme for solving the global scale model.
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Fig. 1 A schematic representing a cross section of the domain Ω showing the poroelastic matrix ΩM in red and the various
subphases Ωη in blue at the local scale. We highlight the local scale periodic cell with embedded subphases and highlight the
hierarchical structure of the materials we are considering here by also showing their porescale structures
2 Formulation of the problem
We have a set Ω ∈ R3, where Ω is the union of a poroelastic matrix ΩM and a collection of K disjoint





We have that Ω̄ = Ω̄M ∪ Ω̄S and ΩM ∩ ΩS = ∅. A sketch of a cross section of the domain Ω is shown in
Fig. 1, where we highlight the hierarchical structure of the material we are considering. At the local scale,
Fig. 1b), we have the various subdomains ΩM and Ωη for η = 1, . . . , K . When zooming in on each of these
subdomains separately, Fig. 1c), we find that ΩM and Ωη have a standard poroelastic structure (see [10,38]).
To set up an appropriate problem we require the governing equations for each of the subdomains and
interface conditions. The balance equations in the matrix and each of the subphases are given by
∇ · σM = 0 in ΩM, (2)
∇ · σ η = 0 in Ωη, (3)
respectively. We have σM and σ η appearing in (2–3), these are the effective stress tensors in the matrix and
subphases, respectively. These are given by
σM = CM : ζuM − αMϑM in ΩM, (4)
σ η = Cη : ζuη − αηϑη in Ωη, (5)
where




is the symmetric part of the gradient operator. We have that uM and uη are the elastic displacements in
the matrix and each of the subphases, respectively, and ϑM and ϑη are the pressures in the matrix and the
subphases, respectively. The CM and Cη are the effective elasticity tensors which would be obtained from
the homogenization at the finer hierarchical level. CM and Cη are the effective elasticity tensors obtained in
[10,38] for a standard poroelastic material. These effective elasticity tensors also possess major and minor
symmetries as proved in [28]. We can therefore write the fourth rank effective elasticity tensors in components
as CMi jkl and Cηi jkl , for i, j, k, l = 1, 2, 3. Therefore, we have
CMi jkl = CMj ikl = CMi jlk = CMkli j , (7)
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Cηi jkl = Cηj ikl = Cηi jlk = Cηkli j . (8)
TheαM andαη appearing in (4-5) are the effective Biot’s tensors of coefficients in thematrix and the subphases,
respectively, which have been obtained from the homogenization at finer hierarchical scales. The second rank
tensorsαM andαη are related to the ratio of fluid to solid volume changes at constant pressure in their respective
poroelastic phases.
We also have Darcy’s law for both the matrix and the subphases. That is,
wM = −KM∇ϑM in ΩM, (9)
wη = −Kη∇ϑη in Ωη, (10)
where KM and Kη are the hydraulic conductivities in the matrix and the subphases, respectively, and the wM
and wη are the relative fluid-solid velocities in the matrix and subphases, respectively1.
The last governing equation of each compartment is the conservation of mass equations given by
ϑ̇M
MM
= −αM : ζ u̇M − ∇ · wM in ΩM, (11)
ϑ̇η
Mη
= −αη : ζ u̇η − ∇ · wη in Ωη, (12)
for the matrix and subphases, respectively. The coefficients MM and Mη are the Biot’s moduli in each
compartment, which can as well be obtained from the homogenization process at finer hierarchical scales.
MM and Mη can be described physically as poroelastic coefficients that depend on the porescale geometry,
porosity and the fluid bulk modulus. They also depend on the elastic properties of the matrix and subphases,
respectively. We can interpret MM and Mη as the inverse of the variation of fluid volume in response to a
variation in pore pressure. MM and Mη are positive definite (see [28], for proof of this property).
In order to close the problem in the whole domain Ω we require interface conditions between the matrix
and each of the embedded subphases. We define the interfaces as Υη := ∂ΩM ∩ ∂Ωη for η = 1, .., K . Then
we impose continuity of stresses, displacements, pressures and fluxes. That is,
σMnη = σ ηnη on Υη, (13)
uM = uη on Υη. (14)
ϑM = ϑη on Υη, (15)
wM · nη = wη · nη on Υη, (16)
where the unit outward vectors (i.e. pointing into the subphase Ωη) normal to the interfaces Υη are denoted by
nη for η = 1, . . . , K .
The problem is also to be closed by appropriate boundary conditions on the external boundary ∂Ω . The latter
could be, for example, of Dirichlet–Neumann type, as noted in [40]. The conditions on the external boundary
typically do not play a role in the derivation of results carried out by formal asymptotic homogenization.
Within the next section we decouple spatial variations by introducing two distinct variables, we then
introduce the two-scale asymptotic homogenization method and discuss the assumptions made to carry out
the required analysis in the sections that follow.
3 The two-scale asymptotic homogenization method
Herewe summarize the problem thatwe introduced in the previous section and nowwish to performamultiscale
analysis of this system,
∇ · σM = 0 in ΩM, (17)
∇ · σ η = 0 in Ωη, (18)
σM = CM : ζuM − αMϑM in ΩM, (19)
1 They should be in principle multiplied by the porosities, however, the latter can be incorporated in the definition of each
hydraulic conductivity tensor.
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σ η = Cη : ζuη − αηϑη in Ωη, (20)
wM = −KM∇ϑM in ΩM, (21)
wη = −Kη∇ϑη in Ωη, (22)
ϑ̇M
MM
= −αM : ζ u̇M − ∇ · wM in ΩM, (23)
ϑ̇η
Mη
= −αη : ζ u̇η − ∇ · wη in Ωη, (24)
σMnη = σ ηnη on Υη, (25)
uM = uη on Υη, (26)
ϑM = ϑη on Υη, (27)
wM · nη = wη · nη on Υη, (28)
up to conditions on the external boundary ∂Ω . We assume that the system can be characterized by two different
length scales. The whole domain Ω has the average size denoted by L . This is the global scale. We assume
the second length scale, l, to be the inter-subphase distance. This is the local scale.
We will now introduce the asymptotic homogenization technique which we will use to upscale (17–28) to
a system of global scale PDEs. We make the assumption that the local length scale (this is where the individual
subphases are distinctly visible from the surrounding matrix) denoted by l, is small compared to the average








The global scale and local scale have corresponding spatial variables x and y, respectively. These variables are
formally independent. The gradient operator with the corresponding two-scales becomes
∇ → ∇x + 1
ε
∇y . (31)
We assume that all fields in the system of equations (17–28) as well as CM, Cη, KM, Kη, MM, Mη, αM and
αη for η = 1, . . . , K are functions of both the spatial variables x and y. We also assume that each of the fields
can be written as a power series in ε. That is,
ψε(x, y, t) = ψ(0)(x, y, t) + εψ(1)(x, y, t) + ε2ψ(2)(x, y, t) + · · · (32)
where formally the series comprises an infinite number of terms and ψ represents a typical field in the current
work.
Remark 1 (Local scale Periodicity) We assume that every field ψε in (17–28), CM, Cη, KM, Kη, MM, Mη,
αM and αη are y-periodic. This allows the analysis of the microstructure to be carried out on a single periodic
cell. We make this assumption as it allows us to solve the local scale problems that we will obtain from the
asymptotic homogenization technique on a finite subset of the domain. However, the analysis that follows
could be carried out by assuming local boundedness of fields only (see, for example, [10,36]).
Remark 2 (Uniformity on the global scale) It is clear that in principle the local scale geometry can vary with
respect to the global scale (see [10,16,22,32,33]). This dependence is, however, in general neglected for the
sake of simplicity. This means that the material can be described as macroscopically uniform, i.e. the local
scale geometry does not depend on the global scale variable x. We make this assumption here. This means that
we have the simple differentiation under the integral sign given by
∫
Ω




where (•) denotes a tensor or a vector quantity.
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Fig. 2 A 2D sketch of the simplified microstructure where we assume that there is only one subphase included in each periodic
cell. The poroelastic matrix is shown in red and the poroelastic subphase is shown in blue. The interface Υ between the phases
is shown in black
Remark 3 (Local scale Geometry) Up to this point we have assumed that there are many different subphases
in each periodic cell, this is highlighted in Fig. 1b. In general the microstructure of biological tissues is very
heterogeneous and will have many local scale subphases. Therefore, by beginning the formulation with many
subphases we are relating our problem to this type of microstructure. However, for the sake of simplicity and
without loss of generality it is possible to restrict our analysis to the situation where there is only one subphase
embedded within each periodic cell. This is shown in Fig. 2. It would be simple to extend the model to account
for a number of subphases contained in the periodic cell if this was appropriate for a specific application (See
[34] where this has been done for simple elastic composites). Therefore, the subscript η is no longer needed.
Due to periodicity, we can identify the domain Ω with the periodic cell, which has matrix and subphase
sections denoted by ΩM and ΩS, respectively. The interface and corresponding normal can be defined by
Υ := ∂ΩM ∩ ∂ΩS and n.
Remark 4 (Strain gradient effects) In this work we embrace the traditional, zeroth-order asymptotic homog-
enization method (also used for example in the derivation of the standard Biot’s equations in [10]), which
means that we focus on obtaining a closed system of PDEs for the zeroth-order fields. We therefore formally
derive the global scale model in the limit ε → 0. The homogenized, zeroth-order solution, (provided that
condition (29) is met) is supposed to be accurate assuming that strain gradient effects, which would be taken
into account by fully considering further terms in the power series expansion (32), are negligible. In this work,
this condition is deemed acceptable as we are assuming that there exists a sharp length scale separation in the
system and we are considering a quasi-static scenario (i.e. inertia is neglected), so that rates are supposed to
be small. However, it is possible not to enforce the strict limit as ε → 0 (motivated by either the presence
of non-negligible strain gradients triggered by fast rates and/or by ε not being sufficiently small for higher
order terms to be ignored) and to extend the macroscopic stress-strain relation to include strain gradients in
the formulation. For a clear derivation of this extended macroscopic stress-strain relation for periodic elastic
media see [20]. Additionally, for further details see [1,45,46], and the large number of references therein,
where strain gradient effects are discussed in detail for a variety of physical scenarios of interest.
Next, we exploit the two-scale asymptotic homogenization method to obtain the global scale equations
describing the behaviour of the double poroelastic material.
4 The global double poroelastic results
Assumptions (31) and (32) of the two-scale asymptotic homogenization technique can now be applied to the
system of equations (17–28). This gives the following multiscale PDEs
ε∇x · σ εM + ∇y · σ εM = 0 in ΩM, (34)
ε∇x · σ εS + ∇y · σ εS = 0 in ΩS, (35)
εσ εM = CM : ζyuεM + εCM : ζxuεM − εαMϑεM in ΩM, (36)
εσ εS = CS : ζyuεS + εCS : ζxuεS − εαSϑεS in ΩS, (37)
εwεM = −KM∇yϑεM − εKM∇xϑεM in ΩM, (38)




= −αM : ζy u̇εM − εαM : ζx u̇εM − ∇y · wεM − ε∇x · wεM in ΩM, (40)




= −αS : ζy u̇εS − εαS : ζx u̇εS − ∇y · wεS − ε∇x · wεS in ΩS, (41)
σ εMn = σ εSn on Υ, (42)
uεM = uεS on Υ, (43)
ϑεM = ϑεS on Υ, (44)
wεM · n = wεS · n on Υ, (45)
where representation (32) is implied in relationships (34–45) and indicated by the superscript ε. We also
have periodic conditions on the cell boundary ∂Ω \Υ .We then proceed by equating the same termsmultiplying
the various powers of εr , r = 0, 1, . . . . This way, we derive the global double poroelastic model in terms of
the zeroth-order variables.
We can equate the coefficients of ε0 in equations (34-45), which gives,
∇y · σ (0)M = 0 in ΩM, (46)
∇y · σ (0)S = 0 in ΩS, (47)
CM : ζyu(0)M = 0 in ΩM, (48)
CS : ζyu(0)S = 0 in ΩS, (49)
∇yϑ(0)M = 0 in ΩM, (50)
∇yϑ(0)S = 0 in ΩS, (51)
αM : ζy u̇(0)M + ∇y · w(0)M = 0 in ΩM, (52)
αS : ζy u̇(0)S + ∇y · w(0)S = 0 in ΩS, (53)
σ
(0)
M n = σ (0)S n on Υ, (54)
u(0)M = u(0)S on Υ, (55)
ϑ
(0)
M = ϑ(0)S on Υ, (56)
w(0)M · n = w(0)S · n on Υ. (57)
From (48) and (49)we can see thatu(0)M andu
(0)
S are rigid bodymotions in y for each x and so by y-periodicity
we deduce that
u(0)M = u(0)M (x, t) and u(0)S = u(0)S (x, t), (58)
respectively. Since we also have the continuity of leading order displacements (55) then we can define
u(0)(x, t) := u(0)M = u(0)S . (59)
From (50) and (51) we have that
ϑ
(0)
M = ϑ(0)M (x, t) and ϑ(0)S = ϑ(0)S (x, t), (60)
respectively. Again since we also have the continuity of leading order pressures (56) then we can define
ϑ(0)(x, t) := ϑ(0)M = ϑ(0)S . (61)
We will use the new notations (59) and (61) in the remainder of this work.
Now equating the coefficients of ε1 in the system of PDEs (34–45) we obtain,
∇x · σ (0)M + ∇y · σ (1)M = 0 in ΩM, (62)
∇x · σ (0)S + ∇y · σ (1)S = 0 in ΩS, (63)
σ
(0)
M = CM : ζyu(1)M + CM : ζxu(0) − αMϑ(0) in ΩM, (64)
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σ
(0)
S = CS : ζyu(1)S + CS : ζxu(0) − αSϑ(0) in ΩS, (65)
w(0)M = −KM∇yϑ(1)M − KM∇xϑ(0) in ΩM, (66)
w(0)S = −KS∇yϑ(1)S − KS∇xϑ(0) in ΩS, (67)
ϑ̇ (0)
MM
= −αM : ζy u̇(1)M − αM : ζx u̇(0)M − ∇y · w(1)M − ∇x · w(0)M in ΩM, (68)
ϑ̇ (0)
MS
= −αS : ζy u̇(1)S − αS : ζx u̇(0)S − ∇y · w(1)S − ∇x · w(0)S in ΩS, (69)
σ
(1)
M n = σ (1)S n on Υ, (70)
u(1)M = u(1)S on Υ, (71)
ϑ
(1)
M = ϑ(1)S on Υ, (72)
w(1)M · n = w(1)S · n on Υ. (73)




ψβ(x, y, t) dy β = M, S. (74)
Here, ψβ is any of the components of the fields involved in our analysis in their respective subdomains, and
|Ω| represents the volume of the periodic cell. As such we have
|Ω| = |ΩM| + |ΩS|. (75)
The cell average over the whole periodic cell is defined as
〈ψM + ψS〉Ω = 1|Ω|
(∫
ΩM
ψM(x, y, t) dy +
∫
ΩS
ψS(x, y, t) dy
)
. (76)
4.1 The global scale poroelastic constitutive relationship
Using Eqs. (46), (47), (54), (64), (65), and (71) we can write the problem for u(1)M and u
(1)
S . That is,
∇y · (CMζyu(1)M ) = −∇y · (CMζxu(0)) + ∇y · (ϑ(0)αM) in ΩM, (77)
∇y · (CSζyu(1)S ) = −∇y · (CSζxu(0)) + ∇y · (ϑ(0)αS) in ΩS, (78)
(CMζyu
(1)
M − CSζyu(1)S )n = ((CS − CM)ζxu(0) − (αS − αM)ϑ(0))n on Υ, (79)
u(1)M = u(1)S on Υ. (80)
Problem (77–80) admits a unique solution up to a y constant function. The solution, exploiting linearity,
is given as,
u(1)M = BMζxu(0) + bMϑ(0) + c1(x), (81)
u(1)S = BSζxu(0) + bSϑ(0) + c2(x), (82)
where c1(x) and c2(x) are y constant functions. The third-order tensors BM and BS are the solutions of the
local scale problems given below
∇y · (CMζyBM) = −∇y · CM in ΩM, (83)
∇y · (CSζyBS) = −∇y · CS in ΩS, (84)
(CMζyBM − CSζyBS)n = (CS − CM)n on Υ, (85)
BM = BS on Υ. (86)
Double poroelasticity derived from the microstructure
The vectors bM and bS satisfy the elastic-type problem given by
∇y · (CMζybM) = ∇y · αM in ΩM, (87)
∇y · (CSζybS) = ∇y · αS in ΩS, (88)
(CMζybM − CSζybS)n = −(αS − αM)n on Υ, (89)
bM = bS on Υ. (90)
Both problems (83–86) and (87–90) are to be solved on the cell and be equipped with periodic conditions
on ∂Ω \ Υ . We also require one further condition on the auxiliary variables BM, BS, bM and bS to ensure
uniqueness, for example
〈BM + BS〉Ω = 0 and 〈bM + bS〉Ω = 0. (91)
For cell problems (83–86) and (87–90) in components see Appendix A.2.








+ CMζxu(0) − αMϑ(0)
= (CMLM + CM)ζxu(0) + (CMτM − αM) ϑ(0), (92)
where we have the auxiliary tensors




S = CSζy(BSζxu(0) + bSϑ(0)) + CSζxu(0) − αSϑ(0)
= (CSLS + CS)ζxu(0) + (CSτS − αS)ϑ(0), (94)
where we have the auxiliary tensors
LS = ζyBS and τS = ζybS. (95)
Summing up the integral averages of eq (62) and (63) gives
∫
ΩM
∇y · σ (1)M dy +
∫
ΩS
∇y · σ (1)S dy +
∫
ΩM
∇x · σ (0)M dy +
∫
ΩS
∇x · σ (0)S dy = 0. (96)
Application of the divergence theorem to the first two integrals and applying the assumption of macroscopic

































S dy = 0, (97)
where n, nΩM\Υ and nΩS\Υ are the unit normals corresponding to Υ , ∂ΩM \ Υ and ∂ΩS \ Υ . The terms on
the boundaries ∂ΩM \ Υ and ∂ΩS \ Υ cancel due to periodicity and the terms on Υ cancel due to (70). So we
have
∇x · 〈σ (0)M 〉M + ∇x · 〈σ (0)S 〉S = 0, (98)
which can be written as
∇x · 〈σ (0)M + σ (0)S 〉Ω = 0, (99)
by exploiting notation (76). We therefore have
∇x · σ eff = 0, (100)
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where
σ eff = 〈σ (0)M + σ (0)S 〉Ω
= 〈CMLM + CM + CSLS + CS〉Ω : ζxu(0) + 〈CMτM + CSτS − αM − αS〉Ωϑ(0). (101)
Relationship (101) represents the global scale constitutive equation for the double poroelastic material, where
the effective drained elasticity tensor is defined as
C̃ = 〈CMLM + CM + CSLS + CS〉Ω. (102)
Next, we derive the effective Darcy’s law and close the global scale system of PDEs.
4.2 The effective Darcy’s law
We can use (52), (53), (57) and (72) to write the following problem for ϑ(1)M and ϑ
(1)
S
∇y · w(0)M = 0 in ΩM, (103)
∇y · w(0)S = 0 in ΩS, (104)
ϑ
(1)
M = ϑ(1)S on Υ, (105)
w(0)M · n = w(0)S · n on Υ. (106)
Using expressions (66) and (67) for w(0)M and w
(0)




























· n on Υ. (110)




M = ϑ̂M · ∇xϑ(0) + c3(x), (111)
ϑ
(1)
S = ϑ̂S · ∇xϑ(0) + c4(x), (112)











= −∇y · KTS in ΩS, (114)
ϑ̂M = ϑ̂S on Υ, (115)(
∇y ϑ̂MKTM − ∇y ϑ̂SKTS
)
n = (KS − KM)Tn on Υ. (116)
The anisotropic Poisson’s-type cell problem (113–116) is to be supplemented by periodic conditions on the
boundary ∂Ω \ Υ and a further condition has to be placed on ϑ̂M and ϑ̂S to ensure the solution is unique, for
example
〈ϑ̂M + ϑ̂S〉Ω = 0. (117)
For cell problem (113-116) in components see Appendix A.2.
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Using expressions (111) and (112) for ϑ(1)M and ϑ
(1)












= −〈KMRM + KM〉M∇xϑ(0), (118)
where we have used the notation












= −〈KSRS + KS〉S∇xϑ(0), (120)
where we have used the notation
RS = (∇y ϑ̂S)T. (121)
Then we have the effective Darcy’s law
weff := 〈w(0)M + w(0)S 〉Ω = −〈KMRM + KM + KSRS + KS〉Ω∇xϑ(0). (122)
We can define the hydraulic conductivity tensor for this structure as
W = 〈KMRM + KM + KSRS + KS, 〉Ω (123)
and rewrite Darcy’s Law as
weff = −W∇xϑ(0). (124)
We now wish to obtain the conservation of mass equation. We integrate expressions (68) and (69) in ΩM and






























αS : ζy u̇(1)S dy −
∫
ΩM
∇y · w(1)M dy −
∫
ΩS
∇y · w(1)S dy. (125)
Applying the divergence theorem and using (73) cancels the final two integrals andwe can rewrite the remaining
terms as
( 〈MM + MS〉Ω
〈MM〉M〈MS〉S
)
ϑ̇ (0) = −〈αM + αS〉Ωζx u̇(0) − ∇x · 〈w(0)M + w(0)S 〉Ω
− 〈αM : ζy u̇(1)M + αS : ζy u̇(1)S 〉Ω. (126)
We can use the expressions for u(1)M and u
(1)




S and using these in (126)
we obtain
( 〈MM + MS〉Ω
〈MM〉M〈MS〉S
)
ϑ̇ (0) = −
(
〈αM + αS〉Ω : ζx u̇(0) + ∇x · weff (127)
+ 〈LTM : αM + LTS : αS〉Ω : ζx u̇(0) + 〈αM : τM + αS : τS〉Ωϑ̇(0)
)
. (128)
L. Miller, R. Penta
Rearranging (127) to obtain an expression for ϑ̇ (0) we obtain
ϑ̇ (0) = −M̄
(




M̄ := 〈MM〉M〈MS〉S〈MM〉M + 〈MS〉S + 〈MM〉M〈MS〉S(〈αM : τM〉M + 〈αS : τS〉S) , (130)
which reminds of the Biot’s modulus for the system. We can also define the tensor
ᾱ := 〈αM + αS + LTM : αM + LTS : αS〉Ω, (131)
which has the form of an effective Biot’s tensor of coefficients.
Equations (100), (101), (122), (129), collectively represent, from a formal standpoint, a poroelastic-type
system of PDEs in terms of the zeroth-order displacement, velocity, and pressure fields, i.e.
∇x · σ eff = 0, (132a)
σ eff = 〈CMLM + CM + CSLS + CS〉Ω : ζxu(0) + 〈CMτM + CSτS
− αM − αS〉Ωϑ(0), (132b)
weff = −〈KMRM + KM + KSRS + KS〉Ω∇xϑ(0), (132c)
ϑ̇ (0) = −M̄(∇x · weff + ᾱ : ζx u̇(0)
)
, (132d)




S which are the
leading order relative fluid velocities in the matrix and subphase, respectively, u(0) is the solid displacement
and u̇(0) is the solid velocity. Our model (132) is formally of poroelastic-type. We can conclude from our
global scale model that the mechanical behaviour of a double poroelastic material can be fully described by the
material’s effective elasticity tensor C̃, the hydraulic conductivity tensorW, the tensor ᾱ which is reminiscent
of the classical Biot’s tensor of coefficients and the scalar quantity M̄ which can be identified with the Biot’s
modulus. For a step-by-step guide to solving the global scale model (132) see Appendix A.2.
It is important to note that our global scale model (132) reduces to previously obtained results when we
consider the following limit cases. The first case is in the limit of no fluid present in either our matrix or
subphases. In this case the model reduces to that of elastic composites (see [35]). When we assume that the
subphase is purely elastic and thematrix remains poroelastic we recover the works of [43] and [12].We provide
a more detailed description and recover these limits in appendix A.1.
Within the next section we will discuss each of the global scale coefficients in detail as well as discussing
the key novelties of the new model. We will then prove that our model is both formally and substantially of
poroelastic type by defining a global Biot’s tensor of coefficients and proving the resulting Biot’s modulus is
positive.
5 Properties of the coefficients on the global scale
The coefficients of the global scale model (132) that fully characterize the mechanical behaviour of the double
poroelasticmaterial are the effective elasticity tensor C̃, the hydraulic conductivity tensorW, theBiot’s tensor of
coefficients ᾱ and the scalar Biot’smodulusM̄. These can be interpreted physically as follows. The constitutive
law, which is of poroelastic-type, has the drained effective elasticity tensor given by
C̃ = 〈CMLM + CM + CSLS + CS〉Ω. (133)
We should note here that the CM and CS are actually the effective elasticity tensors from carrying out the
homogenization process at the finer scale. These effective elasticity tensors are positive semi-definite and
possess both major and minor symmetries. The hydraulic conductivity tensor is given by
W = 〈KMRM + KM + KSRS + KS〉Ω. (134)
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This hydraulic conductivity tensor comprises the hydraulic conductivities KM and KS from the matrix and
subphase, respectively, as well as two additional terms KMRM and KSRS which account for the differences in
the hydraulic conductivities of the subphase and the matrix at different points on the local scale. This hydraulic
conductivity tensor can be found by solving cell problem (113–116).
We can consider the effective Biot’s tensor of coefficients ᾱ.
Remark 5 (Effective Biot’s tensor of coefficients ᾱ) We have the effective Biot’s tensor of coefficients given
by
ᾱ := 〈αM + αS + LTM : αM + LTS : αS〉Ω. (135)
The first two terms are the Biot’s tensors from the matrix and subphase, respectively, and we should view the
third and fourth terms of this expression as the contributions arising from considering the changing compress-
ibility at different points on the microstructure. These final two terms can be thought of as a correction term to
the typical cell average (see (74)). We should note however, that when αM = αS = α, where α is a constant
then we can write ᾱ as
ᾱ = 〈α + α(LM + LS)〉Ω. (136)
We have that 〈LM + LS〉Ω = 0, as proved in [35], where the notation M has been used by [35] instead of L
to denote the same auxiliary tensor. This holds here since cell problem (83)–(86) for LM and LS is the cell
problem for composites found in [35]. Therefore, in this specific case ᾱ is the proper cell average of the Biot’s
tensor of coefficients from the individual phases given by
ᾱ = 〈α〉Ω = 〈α〉M + 〈α〉S. (137)
Finally, the resulting Biot’s modulus M̄ comprises the coefficients MM and MS as well as other terms
involving αM, αS, τM and τS. We can consider the physical interpretations of M̄ for two possible scenarios.
When αM and αS are not equal or constants then M̄ comprises the average ofMM andMS and two other terms
that account for local changes in the compressibility occurring on the microstructure. When αM = αS = α,
where α is a constant then the effective Biot’s modulus M̄ is given by the harmonic mean. The effective Biot’s
modulus M̄ is the inverse of a storage coefficient. Under constant volumetric strain, it can be defined as the
increase in the amount of fluid as a result of a unit increase in pore pressure.
Our new model has key features that make it differ substantially from other models of poroelasticity,
poroelastic composites or composite materials. That is, this model is able to account for the behaviour of two
different poroelastic compartments and the interactions between them. We are therefore able to address the
scenario where there exists a difference in the poroelastic properties of the material which could potentially
be dictated by a difference in the elastic, fluid and geometrical properties at the local scale. This model is of
particular benefit to physiological applications. For example, in the cardiac muscle the interstitial matrix with
embedded fibroblast cells can be considered using this model (see [30]). The interstitial matrix is clearly poroe-
lastic and so too are the fibroblast cells, so using our novel model in this situation would allow the poroelastic
behaviour of each of these phases to be considered individually leading to a much more realistic description of
the material. The key novelty between the current model and previous models in the literature is the fact that
our model coefficients can encode the difference in a full set of poroelastic parameters. These coefficients are
to be calculated by solving differential problems on a finite subset of the given microstructure. Cell problem
(87–90), is novel and is the key feature that encodes the changes in compressibility, stiffness and geometry
of the two phases in the model coefficients. This means that these local scale variations in compressibility,
stiffness and geometry are encoded in the global scale coefficients such as the average Biot’s modulus and the
Biot’s tensor of coefficients, which provides a precise description of the effective material behaviour. Overall
our novel model reads as a comprehensive framework to describe materials that are composites comprising of
two different poroelastic structures.
Within the next subsection we will prove properties of the effective coefficients of the model which allow
us to conclude that our novel global scale model is truly of poroelastic type.
5.1 Biot’s tensor of coefficients and Biot’s modulus
In this Section we demonstrate a) the existence of a tensor which plays the role of the classical Biot’s tensor
of coefficients via a suitable analytical identity and b) the global scale coefficient M̄ is positive, which
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then qualifies as the global Biot’s modulus for the double poroelastic material. Throughout the proofs of these
properties wewill use the cell problems in components which can be found inAppendixA.2.Wewill alsomake
use of Gauss’ (divergence) theorem. The following two theorems involve the global scale model coefficients
which we summarize here, for convenience, as
ᾱ := 〈αM + αS + LTM : αM + LTS : αS〉Ω, (138)
γ := 〈CMτM + CSτS − αM − αS〉Ω, (139)
M̄ := 〈MM〉M〈MS〉S〈MM〉M + 〈MS〉S + 〈MM〉M〈MS〉S(〈αM : τM〉M + 〈αS : τS〉S) , (140)
where ᾱ and M̄ are from (130) and (131), respectively. The coefficient γ multiplies the global scale pressure
ϑ(0) in the constitutive equation (101). We now state and prove the first theorem. We start by focusing on the
Biot’s tensor of coefficients.
Theorem 1 (Biot’s tensor of coefficients) The global scale coefficients γ and ᾱ are related by the following
relationship
γ = −ᾱ. (141)
The existence of this equality guarantees that the tensor ᾱ can be regarded as the Biot’s tensor of coefficients
for the double poroelastic material on the global scale.
Proof We begin by writing γ and ᾱ in components as
γi j = 〈CMi jklζkl(bM) + CSi jklζkl(bS) − αMi j − αSi j 〉Ω, (142)
α̂i j = 〈αMi j + αSi j + ζ i jkl (BM)αMkl + ζ i jkl (BS)αSkl〉Ω. (143)
We use (83) and (84) from the cell problems, in components, and multiply by bMi , b
S
i (which are the cell

































bSi dy = 0. (144)



































































dy = 0. (145)
Enforcing Gauss’ theorem and using minor symmetries of CM and CS we have
∫
Υ




bMi · n jdS +
∫
∂ΩM\Υ
















CMi jklbMi · n jdS +
∫
∂ΩM\Υ























bSi · nΩS\Υj dS −
∫
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CSi jklbSi · n jdS +
∫
∂ΩS\Υ







dy = 0, (146)
where n, nΩM\Υ and nΩS\Υ are the unit normals corresponding to Υ , ∂ΩM \ Υ and ∂ΩS \ Υ , and cancelling
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We now wish to multiply (87) and (88), in components, by the cell problem solutions BMikl , B
S
ikl , respectively,































BSikldy = 0. (149)




































































dy = 0. (150)




























































































dy = 0, (151)
where n, nΩM\Υ and nΩS\Υ are the unit normals corresponding to Υ , ∂ΩM \Υ and ∂ΩS \Υ . Cancelling terms
on the periodic boundaries due to y-periodicity and accounting for the interface conditions (89) and (86) the
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BM




From (153) and (148) we have that 〈CMτM + CSτS〉Ω = −〈LTM : αM + LTS : αS〉Ω . Therefore, using this in
the definitions of γ and ᾱ, we have that γ = −ᾱ as required. 





∇x · σ eff = 0,
σ eff = C̃ : ζxu(0) − ᾱϑ(0),
weff = −W∇xϑ(0),





C̃ = 〈CMLM + CM + CSLS + CS〉Ω and W = 〈KMRM + KM + KSRS + KS〉Ω. (155)
We can now state and prove our second theorem relating to our global scale coefficients
Theorem 2 (The Biot’s Modulus is positive) The Biot’s modulus that arises from our system, defined by
M̄ := 〈MM〉M〈MS〉S〈MM〉M + 〈MS〉S + 〈MM〉M〈MS〉S(〈αM : τM〉M + 〈αS : τS〉S) , (156)
is positive i.e.
M̄ > 0. (157)
Proof To show that M̄ > 0, we need to show that the denominator of (156) is positive. So we rearrange the
denominator and we then need to show that








where MM and MS are positive definite from the homogenization process at the finer scale. We are able to
show that
〈αM : τM〉M + 〈αS : τS〉S = 〈αM : τM + αS : τS〉Ω ≥ 0, (159)
which means that (158) will be satisfied. To do this we begin by multiplying (87) and (88) by bMi and b
S
i ,



























bSi dy = 0. (160)
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dy = 0, (162)
where n, nΩM\Υ and nΩS\Υ are the unit normals corresponding to Υ , ∂ΩM \Υ and ∂ΩS \Υ . Cancelling terms























































αMi j ζi j (b
M) + αSi jζi j (bS)
)
dy > 0. (164)
Equivalently,
〈αM : τM + αS : τS〉Ω > 0. (165)
In the case where αM = αS = constant then
〈αM : τM + αS : τS〉Ω = 0. (166)
Therefore, we have that M̄ > 0 and the proof is complete. 
We have now proved both these properties for our model coefficients. This means that our novel global scale
model is both formally and substantially of poroelastic type.
6 Conclusion
Wehavepresented anovel systemofPDEs that describes the effective behaviour of double poroelasticmaterials,
i.e. a poroelastic matrix with embedded poroelastic subphases. This type of structure represents many real-
world scenarios including biological soft tissues (e.g. cardiacmuscle, arterywalls and tumours), soil and porous
rocks. We have considered a quasi-static, multiphase problem, in the absence of body forces, consisting of
the governing equations for both the poroelastic matrix and the poroelastic subphases (17–24). The governing
equations for the matrix and the subphases are the equations of Biot’s poroelasticity assuming anisotropy. The
problem is closedby the applicationof the appropriate interface conditions (25–28) that arise from the continuity
of stresses, displacements, pressures and fluxes across the boundary between each of the subphases and the
matrix. We have then enforced the length scale separation that occurs between, the inter-subphase distance
(the local scale) and the overall size of the domain (the global scale) to apply the asymptotic homogenization
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technique to upscale the structure–structure interaction problem to the system of global scale PDEs (132). We
prove that our novel global scale model (132) is both formally and substantially of poroelastic type by proving
a) the existence of a global scale Biot’s tensor of coefficients and b) the effective Biot’s Modulus is positive.
The model obtained in this work generalizes [12,43] and is also a next natural step in the modelling of
hierarchical multiscale materials. The key novelty of this work resides in taking into account the difference
in a full set of poroelastic parameters characterizing the matrix and the subphases. This is reflected in the
new cell problem (87–90). This cell problem is driven by the changes in compressibility of the matrix and the
subphase at different points in the microstructure. Solving this cell problem encodes this detail of the varying
compressibility, stiffness and geometry of the microstructure in the quantities τM and τS, which appear in
the coefficients of the global scale model. This means that the local scale complexity is accounted for even
at the global scale within the average Biot’s modulus and the Biot’s tensor of coefficients. We have therefore
addressed the scenario where there exists a difference in the poroelastic properties of the material which could
potentially be dictated by a difference in the elastic, fluid and geometrical properties of the material at the
local scale. For these reasons our new formulation provides a robust framework for fully describing double
poroelastic materials effectively.
The current model assumes two standard poroelastic phases at the local scale; however, it is possible to
assume that one or both phases are a poroelastic composite [29]. This situation would not change the overall
global scalemodel; however, different propertieswould be encoded in themodel coefficients due to the different
porescale microstructure. The problem detailed in Sect. 2 would instead use the global scale model derived in
[29] as the governing equations for thematrix compartment and continue with the upscaling as carried out here.
The effective elasticity tensor would encode the properties of the inhomogeneous porescale material in the
contributions CM and CS. A situation like this could provide a more realistic setup for biological applications.
Our current model has some limitations and there are possible extensions to this current work that would
extend the applicability to a wider range of scenarios. At present the model has been formulated to provide the
global scale model in a quasi-static, linearized setting.
It would be straight-forward to generalize our model to include linearized inertia and would result in
additional terms in our global scale model. These changes would include the appearance of leading order
linearized inertia in the effective balance equation for the effective stress (132a). The addition of these terms
could help provide a more realistic poroelastic modelling framework for biological tissues such as organs. For
example, in the lungs, this model with the addition of the inertia could lead to advances in the understanding
of the acoustic properties of the lungs and be of use in non-invasive diagnosis of pulmonary diseases [44].
The extension of this work to a nonlinear elasticity setting is more challenging whilst using the two-scale
asymptotic homogenization technique. There have however, been recent advances in the literature (see, for
example [14,40]).
The natural next step would be to obtain solutions to the model on the basis of a specific microstructure
with parameters specified by real-world data. This data could relate to a wide variety of biological examples.
In the literature there have been three-dimensional numerical simulations carried out on the cell problems
obtained from asymptotic homogenization for elastic composites and poroelastic/porous materials [18,34,42].
The numerical simulations for the cell problems associated with this model would combine the strategies used
within the literature. With experimental data that characterized our material on the porescale and the local
scale then we would be able to produce numerical simulations for our model on three scales.
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A Appendix
A.1 Limit cases for the global scale model
It is important to note that our global scalemodel (132) reduces to previously obtained results whenwe consider
the following limit cases. The first case is in the limit of no fluid present. This means that we are able to set ϑ(0)
to zero and therefore ϑ̇ (0) is also zero and the relative fluid velocitieswM andwS are both zero. In this case the
mechanical behaviour of the material is described by only the balance equation with no pressure contribution
in the effective stress, Therefore, the model reduces to only two equations and has the form
{
∇x · σ eff = 0,
σ eff = 〈CMLM + CM + CSLS + CS〉Ω : ζxu(0). (167)
This is themodel for a simple elastic composite material.We also note that the only cell problem that is relevant
in this case is (83–86). This model coincides with the models for elastic composites found in the literature
[35].
The second limit case we consider is where our subphase has no fluid (i.e. the subphase is purely elastic)
and our matrix remains poroelastic. This is the setting considered by [43] and, assuming also incompressibility
of the phases, [12]. To reduce our model to this case we assume that αS = 0, wS = 0 and that ϑS = 0. Under




∇x · σ eff = 0,
σ eff = C̃ : ζxu(0) + γ̃ϑ(0),
weff = −W̃∇xϑ(0),






1 + 〈MM(αM : τM)〉M , γ̃ = 〈CMτM + CSτS − αM〉Ω, weff = 〈w
(0)
M 〉Ω,
W̃ = 〈KMRM + KM〉Ω, α̃ = 〈αM + LTM : αM〉Ω, (169)
and C̃ is the same as in (133). The effective behaviour of our material under these assumptions is characterized
by the coefficients C̃, α̃, W̃, γ̃ and M. We can make the following identifications in our notation with the
notation used in [43], where a weak formulation has also been used, which are
C̃ = Ceff , α̃ = Geff , −γ̃ = Aeff , 1M = B
eff , W̃ = K eff . (170)
We have that our γ̃ is identifiable with [43]’s Aeff up to a change in sign due to the difference in sign used
within the ansatz between their work and ours. As noted by [43] the effective elasticity tensor found here is
that of elastic composites [35]. It is also possible to show that Aeff = Geff and that Beff is positive as in [43].
We can also identify our coefficients with those used in [12]. We enforce the assumption that our material is
incompressible in both phases to our coefficients in (169) and then we can make the following identifications
C̃ = Ceff , α̃ = Seff , γ̃ = Geff , 1M = Γ
eff , W̃ = Keff . (171)
We can also find a correspondence the cell problems found in [12,43] and those found here. The cell problem
(83–86) which is the cell problem for elastic composites is the cell problem found in [12] when the assumptions
of isotropy and incompressibility are applied and the cell problem found in [43] where a weak formulation
has been used. The second cell problem (87–90) reduces in this limit case. We have that αS = 0 due to there
being no fluid in the subphase. The reduced cell problem is
∇y · (CMζybM) = ∇y · αM in ΩM, (172)
∇y · (CSζybS) = 0 in ΩS, (173)
(CMζybM − CSζybS)n = αMn on Υ, (174)
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bM = bS on Υ. (175)
When the assumptions of isotropy and incompressibility are made we also have that αM = 1. This means
that the right hand side of (172) and (173) are both zero. This again coincides with the cell problems found
in [12] and [43]. The anisotropic Poisson problem (113–116) reduces in this limit also. Since there is no fluid
in the subphase from the commencement then there is no requirement for the continuity of pressure interface
condition or for a Darcy’s law equation in the subphase, that is wS = 0. This means that the problem retains
only two equations. The reduced cell problem is therefore
∇y · (∇y ϑ̂MKTM) = −∇y · KTM in ΩM, (176)
(∇y ϑ̂MKTM)n = −KTMn on Υ. (177)
This corresponds to the cell problem in [43] and the cell problem in [12] when again in this latter case the
assumptions of isotropy and incompressibility are made as well as assuming the hydraulic conductivity tensor
KM = 1.
A.2 Computational scheme
We aim to provide a clear step-by-step guide to finding our effective coefficients and solving our global
scale model (132) encoding structural details from three scales. We also provide, where available, particular
references that would assist the reader with the type of numerical simulations that would need to be carried
out. Since we have made the assumption of global scale uniformity of the material then we can propose the
following steps to solve the model. The process is as follows:
1. We begin by fixing the original material properties of the poroelastic matrix and the poroelastic subphases
at the local scale. We require the effective elasticity tensors CM and CS, the Biot’s tensors αM and αS, the
Biot’s moduli MM and MS and finally the hydraulic conductivities KM and KS from both the matrix and
the subphases. Under the assumption of isotropy we are required to fix 5 parameters for the matrix and 5
parameters for the subphase. These parameters are two independent elastic constants e.g. the Poisson ratio
and Young’s modulus (or alternatively the Lamé constants), hydraulic conductivity, Biot’s coefficient and
Biot’s modulus.
2. The local scale geometry then must be defined and we fix a single periodic cell at this stage.
3. We would then be able to solve the elastic-type cell problems (83–86) and (87–90) to obtain the auxiliary
tensors LM,LS, τM and τS which appear in the global scale model coefficients. The cell problems to be




















= 0 in ΩS, (179)




n j − CSi j pqζ klpq(BS)n j =
(CS − CM)i jkl n j on Υ, (180)
BMikl = BSikl on Υ, (181)
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(
αS − αM)i j n j on Υ, (184)
bMi = bSi on Υ, (185)
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and the superscript β = M,S refers to either the matrix or the subphase. The solution of the problem (178–
181) can be obtained by solving six elastic-type cell problems by fixing the couple of indices k, l = 1, 2, 3.
By doing this we can see that ζ klpq(B
β) represents a strain and that for each fixed couple of indices k, l we
have a linear elastic problem. For an example of where this cell problem has been solved computationally,
see the recent works [34] and [35]. The solution of problem (182–185) is obtained by solving 3 cell problems
for each i = 1, 2, 3.
The auxiliary second rank tensorsRM andRS can be computed by solving the vector cell problem given
by (113–116). The latter corresponds to three scalar anisotropic Poisson’s problems (for each j = 1, 2, 3)





































K S − KM)i j ni on Υ. (190)
This problem is the same as the classical problem that arises from applying the asymptotic homogenization
technique to the diffusion problem and porous media problems, see [4,13], and [39]
4. We also require one more condition to ensure uniqueness of solution. We can enforce that the cell averages
of the cell problem solutions are zero. That is, 〈BM + BS〉Ω = 0, 〈bM + bS〉Ω = 0 and 〈ϑ̂M + ϑ̂S〉Ω = 0
5. The auxiliary tensors arising form the cell problems (i.e. the quantities LM, LS, τM, τS, RM and RS) can
then be used to determine the global scale model coefficients.
6. The geometry at the global scale then must be prescribed. The boundary conditions for the homogenized
cell boundary must also be given, and the system is to be supplemented with initial conditions for the global
scale solid displacement and pressure.
7. Finally, the global scale model (132) for a double poroelastic material can then be solved.
Remark 6 (Computational scheme on three scales) If porescale data was available for our material then we
would be able to obtain a solution encoding structural detail on three scales. We would begin by fixing the
original material properties on the porescale. This includes fixing the stiffness of the solid phase in both the
matrix and subphase, defining the pore structures, and determining the fluid properties, which are, the viscosity
and potentially the bulk moduli for compressible fluids. At this scale we are considering both these poroelastic
materials separately. We then must define the porescale geometry for both the matrix and the subphases. This
includes fixing a periodic cell in both the matrix and the subphases. We would then be able to solve the
separate cell problems for the matrix and the subphase. These cell problems are the standard cell problems of
poroelasticity found in [10] and with a step-by step computational scheme found in [38]. These cell problem
solutions would then be used to determine the local scale coefficients such as the elasticity tensors CM and
CS, the Biot’s tensors of coefficients in the matrix and the subphases αM and αS, the Biot’s moduli MM and
MS, and the hydraulic conductivities KM and KS, which would then be used in Step 1 above. For an example
of where these elastic and fluid cell problems have been solved numerically see the recent work [18].
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